
12.  For second bead installation, it is recommended to finish  
 the tire installation using hand tire tools. This allows the  
 tire fitter to use body weight  
 to push on the tire sidewall  
 area,  forcing the bead into the  
 rim dish area. Tire lever  
 very small portions of the bead  
 area at one time (1-2 inches   
 max).  Hold tire levers securely  
 to avoid injury. Do not apply  
 excessive force on the bead area or damage can occur.  
 ** Use caution not to push the tire lever too far inside the  
 tire, which can cause damage to the FTD Insert. 
 ***Apply additional tire mount lube or soap and water   
 mixture for easier installation.

13.  Install valve core and inflate 
 tire to seat both tire beads.  
 ** Never inflate over tire 
 manufacturer’s recommended  
 bead seat pressure shown on the 
 tire’s sidewall. For bead seating 
 difficulties, contact the tire manufacturer or dealer.

14.  Using a tire gauge, set tire  
 to operating pressure.  
 Refer to tire manufacturer’s  
 recommended pressure,  
 vehicle owner’s manual or 
 FTD inflation chart.

15.  Reinstall tire/wheel assembly on vehicle. Follow vehicle  
 owner’s manual or contact vehicle manufacture. 
 * At the beginning of each ride, slowly bring the tire and  
    FTD Inserts up to operating temperature.

Demounting/Removal of FTD Inserts
Reverse installation procedures.  
In addition, it will be necessary to  
unseat both tire beads. A bead  
breaker device is recommended.   
Use caution when using this  
device as to not damage the tire,  
tire beads or rim edge.

FTD Insert All-Terrain and 
Utility-terrain Vehicle (ATV/UTV) 
Installation Instructions

1.  Remove wheel assembly 
 from vehicle. Follow vehicle     
 owner’s manual or contact 
 vehicle dealer. 

2.  Remove tire from wheel assembly.  Follow tire manufacture’s  
     removal instructions.

3.  Inspect outside and inside area of tire for any damage. 

4.  Inspect outside and inside area of wheel for any damage.

5.  Inspect valve stem for any wear or damage.

6.  Before installing the FTD  
 Inserts, add talc powder provided 
 in kit to the inside area of tire. 
 Evenly distribute the powder by 
 hand or by slowly rotating the tire.

7.  Install FTD Inserts one piece at a time.  

8.  It will be necessary to push ends of the FTD Inserts firmly  
 together as they are 
 installed. This will  
 allow enough room for
  all inserts.
 **Refer to FTD fitment 
 guide for additional 
 information.

9.  Lubricate the tire bead on both sides of tire.  (Recommended   
 to use tire mounting lube or soap & water mix)

10.  Install first tire bead to wheel.   
 Use caution when applying  
 pressure on the tire bead with  
 the tire lever or tire change  
 machine to avoid damaging the  
 bead. 

11. Once first bead is over rim edge, begin pushing all FTD  
 Inserts towards the inside of the tire allowing them to pass  
 over rim edge.  ** Do not use sharp objects or apply  
 excessive force to the FTD Inserts or damage can occur. 

The following information is for all users of Flat Tire Defender (FTD) Inserts. Including consumers, dealers, retailers and tire fitters. Failure to heed may 
result in accident, injury or death.  Tire Technology LLC recommends only specially trained persons, certified tire installers, dealers and/or qualified tire 
stores should mount FTD. Inserts. Improper mounting can cause damage to the FTD Insert, tire, wheel and /or cause tire explosion and serious injury.
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Required tools;
Safety glasses, work gloves, air gauge, 
valve stem remover, talc, assorted tire 
levers and cleaning brush.


